
AGGREGATE VEHICLE TRACKING CONTROL

9” MIN.

INSTALLATION NOTES

1 . A STABILIZED CONSTRUCTION ENTRANCE/EXIT
SHOULD BE LOCATED AT ALL POINTS WHERE
VEHICLES EXIT THE CONSTRUCTION SITE TO
ADJACENT ROADWAY.

2. STABILIZED CONSTRUCTION ENTRANCE/EXITS
SHALL BE INSTALLED PRIOR TO ANY LAND
DISTURBING ACTIVITIES.

3. RADIUS MUST BE ADEQUATE FOR INTENDED
CONSTRUCTION VEHICLE TURNING.

4. ROCK SHOULD CONSIST OF 6” MINUS ROCK.
5. INSTALL CONSTRUCTION FENCE ON BOTH SIDES 4

OF VEHICLE TRACKING CONTROL PAD WHEN
NEEDED OR REQUIRED BY INSPECTOR.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN EFFECTIVE
OPERATING CONDITION. INSPECTIONS AND CORRECTIVE
MEASURES SHOULD BE DOCUMENTED THOROUGHLY.

2. SEDIMENT TRACKED ONTO THE ADJACENT ROAD SHALL BE
REMOVED DAILY, BY SWEEPING OR SHOVELING, AND NEVER
WASHED DOWN STORM DRAINS.

3. ROUGHEN, REPLACE AND/OR ADD ROCK AS NEEDED TO
MAINTAIN CONSISTENT DEPTH AND TO PREVENT SEDIMENT
TRACKING ONTO ADJACENT STREET.
PERMANENTLY STABILIZE AREA AFTER VEHICLE TRACKING
CONTROL IS REMOVED.
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